6" TYP ENCASEMENT ALL SIDES —j
W/ PCC 520-C-2500

1/4" MIN WELDED
STEEL CASING. %
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COMPACT EARTH
AROUND ENCASEMENT
AS REQUIRED ON
PLANS & DETAIL
SPECS NN
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TYPE A - PIPE CASING
SECTION A

6" TYP ENCASEMENT ALL SIDES —
W/ PCC 560-C—3250
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3" CLEAR TYP
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OD = OUTSIDE DIAMETER OF BELL,

COLLAR, OR COUPLING.
ID CASING =OD+6”

FILL ANNULAR SPACE WITH
PER PLAN NOTES.

SEWER PIPE OR WATER PIPE

NOTE: SUPPORT AT LEAST
2’ OF EACH END OF CASING
ON UNDISTURBED EARTH.

%/— SEWER PIPE OR WATER PIPE

#5 @ 6” MAX CONTINUOUS
FOR LENGTH OF ENCASEMENT
SUPPORT AT LEAST 2’ OF EACH
END OF ENCASEMENT ON
UNDISTURBED EARTH.

COMPACT EARTH AS REQUIRED
ON PLANS & DETAIL SPECS.

TYPE B - REINFORCED ENCASEMENT

SEWER PIPE OR WATER PIPE
(PROTECT PIPE AGAINST FLOATATION)

SUPPORT ON CONCRETE BLOCKS

POUR AGAINST UNDISTURBED EARTH

TYPE C - PLAIN ENCASEMENT

GENERAL NOTES

SECTION C

1.) ALL MATERIALS OF CONSTRUCTION SHALL CONFORM TO "STANDARD SPECIFICATIONS FOR PUBLIC

WORKS CONSTRUCTION”
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PUBLIC UTILITIES

WATER DISTRIBUTION & TRANSMISSION
PIPELINE CONSTRUCTION METHODS

STRUCTURE INTERFERENCE
ENCASEMENT SECTIONS

CITY OF RIVERSIDE PUBLIC UTILITIES STANDARD DRAWING
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